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SYSTEM REQUIREMENTS FOR LIBWIN PRODUCTS 
AS AT 18 AUGUST 2003 

 
 
  LIBWIN 2002 STANDARD (MS ACCESS DATABASE) 
 
  STANDALONE SYSTEM 
 
  1 – 5000 media items  Minimum :   Pentium II 500Mhz  
         64Mb RAM 
         MS Windows 95/98/ME/NT 
      Recommended : Pentium III 600Mhz 
         256Mb RAM 
         MS Windows 2000/XP 
 
  5000+ media items  Minimum :  Pentium III 600Mhz 

        128Mb RAM 
         MS Windows 95/98/ME/NT 

     Recommended : Pentium III 1Ghz 
        256Mb RAM 

         MS Windows 2000/XP 
 NETWORKED SYSTEM 
 
 Server    Minimum :  Pentium III 600Mhz 
        256Mb RAM 

         MS Windows 2000/XP 
        100MBit Network 
     Recommended : Pentium III 1Ghz 
        512Mb RAM 

         MS Windows 2000/XP 
        100MBit Network 
 
 Clients    Minimum :  Pentium II 500Mhz 
        64Mb RAM 

         MS Windows 95/98/ME/NT 
        100MBit Network 
     Recommended : Pentium III 600Mhz 
        256Mb RAM 

         MS Windows 2000/XP 
        100MBit Network 

 
 

Libwin 2002 Standard should not have more than 5 client machines running at the same time 
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LIBWIN 2002 PROFESSIONAL (MS SQL DATABASE / MSDE) 
 
NETWORKED SYSTEM 

 
Server    Minimum :  Pentium IV 1.4Ghz 

      256Mb RAM 
       MS Windows 2000/XP 

      100MBit Network 
   Recommended : Pentium IV 2Ghz 
      512Mb RAM 

       MS Windows 2000/XP 
      100MBit Network 
 

Clients    Minimum :  Pentium II 500Mhz 
      64Mb RAM 

       MS Windows 95/98/ME/NT 
      100MBit Network 
   Recommended : Pentium III 600Mhz 
      256Mb RAM 

       MS Windows 2000/XP 
      100MBit Network 
 

ACTIVECONNECT (ALL VERSIONS) 
 
Server    Minimum :  Pentium III 600Mhz 

      256Mb RAM 
       MS Windows 98/NT 

      100MBit Network 
   Recommended : Pentium III 1Ghz 
      512Mb RAM 

       MS Windows 2000/XP (using PWS) 
       MS Windows Server (using IIS) 

      100MBit Network 
 

Clients    Minimum :  Pentium 233MMX 
      32Mb RAM 

       MS Windows 95/98/ME/NT/2000/XP 
      100MBit Network 
   Recommended : Pentium II 500Mhz 
      64Mb RAM 

       MS Windows 95/98/ME/NT/2000/XP 
      100MBit Network 

 
Clients must have MS Internet Explorer 4.0 or above installed 

      
 

 
PLEASE NOTE : THIS DOCUMENT IS INTENDED TO BE A GUIDE ONLY, AND DOES NOT 

CONSITITUTE ANY GUARANTEE WHATSOEVER WITH REGARDS TO, AMONGST OTHERS, 
PERFORMANCE AND STABILITY. 


